
UT225A & UT225B
Wireless High & Low Voltage 
Transformer Turns Ratio Tester
UT225A/B Series High and Low Voltage Transformer Turns Ra�o Tester
They can be used for quick on-site tes�ng of current transformers in metering installa�ons. It is 
designed and manufactured to test transformers' primary current, secondary current, and turns 
ra�o and iden�fies phase type and polarity.

They are widely used in residen�al power systems (UT225A), substa�ons, power plants, power 
inspec�on departments, industrial and mining enterprises, inspec�on sta�ons, and electrical 
repair departments.
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Characteris�cs

0.0A~3000A (0.1A; ±1%FS)

3000 groups
YES

0.00mA~5A (0.01mA;  ±0.5%FS)

100m (Primary current clamp)

2M

3 �mes/second

380V/220V power system
1~500

UT225A

3700Vrms

YES

YES (Around 15 minutes)

1.5V AAA×4;
Works �me: 30 hours

YES

N/A
YES (OL symbol display)

78 x 165 x 42mm

Tester, 
Primary current transformer (CT1), 
Secondary current transformer (CT2), 
Tool bag, 
Strap, 
Ba�ery (AAA 1.5V x 4pcs; 6F22 9V x 1), 
User manual

Jaw size: φ200mm; 
Dimension: 200 x 370 x 40mm;

N/A
800g (meter only)

Jaw size: φ8mm; 
Dimension: 137 x 40 x 19.5mm

0.0A~800A (0.1A; ±0.5%FS)
UT225B

3000 groups
YES

0.00mA~5A (0.01mA;  ±0.5%FS)

100m (Primary current clamp)

2M

3 �mes/second

up to 35KV
1~500

110KV

YES

YES (Around 15 minutes)

1.5V AAA×4;
Works �me: 30 hours

YES

USB communica�on
YES (OL symbol display)

78 x 165 x 42mm

Tester, 
Primary current transformer (CT1), 
Secondary current transformer (CT2), 
Tool bag, 
Insula�on s�ck, 
USB cable, 
Ba�ery (AAA 1.5V x 8pcs), 
User manual

Jaw size: φ48mm; 
Dimension: 76 x 255 x 31mm;

φ32mm; 1m/pcs (5 pcs)
The whole package: 5kg 

Jaw size: φ8mm; 
Dimension: 137 x 40 x 19.5mm


