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Safety Features
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Features

Equipped with 3mm protec�ve sleeve

Quick sampling rate, up to 4 �mes/s
Transistor measurement

Overload alarm

LCD backlight

2m drop proof

Measures up to 1000V and 10A AC/DC current

Large LCD display
Quick capacitor measurement (measures 1mF in 4 seconds)

Diode/con�nuity buzzer

Data hold/Auto power off

Low power consump�on and auto power saving func�on

UT136C+

Product size

Product net weight

Power

Standard accessories Ba�eries, test leads, temperature probe (UT136C+), English manual

1.5V ba�ery (R6) x 2

56.5 x 36mm

175 x 83 x 53mm

330g

Gi� Box

30pcs

390 x 355 x 355mm

14.8kg

Display

Standard individual packing

Standard quan�ty per carton

Standard carton measurement

Standard carton gross weight

Characteris�cs

Range
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400Hz~40MHz

-40~1000°C

-40~1832°F
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Display count

NCV

±(0.7%+3)

±(1%+3)

±(1%+3)

±(1.2%+5)

±(0.8%+2)

±(3%+5)

±(0.1%+4)

±(1%+3)

±(1.5%+5)

4000

UT136C+

±(0.7%+3)

±(1%+3)

±(1%+3)

±(1.2%+5)

±(0.8%+2)

±(3%+5)

±(0.1%+4)

4000

UT136B+

√
CAT II 1000V, CAT III 600VCategory ra�ngs

Specifica�ons
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