
ELECTRICALELECTRICALELECTRICALELECTRICAL    CHARACTERISTICSCHARACTERISTICSCHARACTERISTICSCHARACTERISTICS
Symbol Parameter Conditions 40HF(R)40HF(R)40HF(R)40HF(R) 50HF(R)50HF(R)50HF(R)50HF(R) 70HF(R)70HF(R)70HF(R)70HF(R) 85HF(R)85HF(R)85HF(R)85HF(R) Unit

IF(AV)
Average on-state current THS=55℃ 40 50 70 85 A

IF(RMS)
RMS on-state current THS=55℃ 64 80 112 160 A

VRRM Repetitive peak reverse voltage THS=140℃ 400-1200 400-1600 V
VDRM Repetitive peak reverse voltage THS=140℃ 400-1200 400-1600 V
IRRM Repetitive peak reverse voltage THS=140℃ 10 10 12 12 mA
VFM

On-state voltage THS=140℃ 1.3 1.4 1.45 1.45 V
IFM

On-state Current THS=140℃ 120 150 210 240 A
R j-c Peak gate forward voltage 　 ≤0.8 ≤0.8 ≤0.6 ≤0.5 ℃/W

Tj Junction temperature 　 -40~+150 ℃

Tstg Storage temperature 　 -40~+125 ℃

MT Mounting torque ≤2.0 N·m
Wt Weight Typical value 19 19 20 20 g
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Dimension in mm
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